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IN THE CLAIMS 
1.-41. (Cancelled) 

42. (new) A system for providing sporting event content to a portable device, the system 
comprising: 

an interface configured to receive signals from sources at local and remote sporting 
events, the signals defining video event content associated with the local and remote sporting 
events; 

a mixer to mix the received signals to generate at least one combined signal including the 
video event content from the sources; 

a user interface coupled to the mixer to receive inputs from a user that instruct the mixer 
to mix desired combinations of the video event signals to generate the at least one combined 
signal; 

multiple broadcast anteima located to service different regions, at least a first antenna 
servicing the local event, the first antenna configured to wirelessly transmit the combined signal 
to portable devices within a corresponding service area that includes the local event, the 
combined signal configured to allow a user to select individually the video event content of 
interest to view on one of the portable devices; 

a control unit to designate which of the multiple broadcast antenna are to receive the 
combined signal; and 

a router capable of routing the combined signal to one or more of the multiple broadcast 
antenna that are designated to receive the combined signals. 

43. (new) The system of claim 42, fiirther comprising mixing logic to categorize the 
video event content based upon one of a geographic location of the corresponding sporting event, 
and a type of the sporting event. 

44. (new) The system of claim 42, wherein the router routes first video event content to 
at least a first antenna and second video event content to at least a second anterma. 
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45. (new) The system of claim 42, wherein the control logic provides conditional access 
to the combined signal such that only authorized portable devices are able to display the video 
event content. 

46. (new) The system of claim 42, wherein the mixer generates first and second channels 
in the combined signal, the first channel including video event content from the local event, the 
second chaimel including video event content from at least one remote sporting event. 

47. (new) A system in accordance with claim 42, further comprising a monitoring 
system configured to view content from the sources. 

48. (new) A system in accordance with claim 42, further comprising a quality control 
system configured to determine a quality level for the signals received from the sources. 

49. (new) A system in accordance with claim 42, wherein the first antenna is located 
proximate to a stadium where the local event is occurring and a second antenna is located remote 
from the local event, the first and second antenna transmitting local event content. 

50. (new) A system in accordance with claim 42, wherein the sources comprises at least 
one of over air television, event cameras, AM/FM radio, satellite, VCR/DVD, cable television, 
satellite television, and Internet. 

51. (new) A system in accordance with claim 42, wherein the mixer is configured to 
select signals to combine based on signal selection criteria, the signal selection criteria based on 
at least one of (i) spectator or regional preferences, (ii) a geographic location of a source of the 
signals, and (iii) predetermined criteria, (iv) time of day, (v) type of event and (vi) content 
variety. 

52. (new) A system in accordance with claim 42, further comprising content insertion 
control logic configured to insert, into the combined signal, non-event content including at least 
one of advertisements and commercials. 

53. (new) A system in accordance with claim 42, wherein the control unit is configured 
to designate each of the antenna to receive the combined signal. 



3 



PATENT 
Atty. Dkt. No.: 20973-4 

54. (new) A system in accordance with claim 42, wherein the control unit is configured 
to designate a plurality of the antenna to receive the combined signal. 

55. (new) A system in accordance with claim 42, wherein the mixer generates multiple 
combined signals. 

56. (new) A system in accordance with claim 42, further comprising a plurality of 
frequency modulators configured to modulate the received signals on different frequencies. 

57. (new) A system in accordance with claim 42, wherein the mixer is located remote 
from the local event. 

58. (new) A system in accordance with claim 42, wherein the control logic designates 
that each of the multiple broadcast antenna are to receive each of the combined signals. 

59. (new) A system in accordance with claim 42, wherein the control logic determines a 
type of communication link to be used to transmit the combined signal. 

60. (new) A method for providing sporting event content to a portable device, the 
method comprising: 

receiving, at an interface, signals firom sources at local and remote sporting events, the 
signals defining video event content associated with local and remote sporting events; 

receiving, at a user interface, user inputs from a user to designate desired combinations of 
the video event signals; 

processing the received signals at a mixer, based on the user inputs of the desired 
combinations, to generate at least one combined signal of the video event content; 

connecting to multiple broadcast antenna that are located to service different regions, at 
least a first antenna servicing the local sporting event; 

designating, which of the antenna are to receive the combined signal; 

routing the combined signal to one or more of the antenna that are designated to receive 
the combined signal; 

wirelessly transmitting, from the designated antenna, the combined signal to portable 
devices within a corresponding service region that includes the local event; and 
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configuring the combined signal to allow users of the portable devices to select 
individually the video event content of interest to view on one of the portable devices. 

61. (new) The method of claim 60, further comprising categorizing the video event 
content based upon one of a geographic location of the corresponding sporting event, and a type 
of the sporting event. 

62. (new) The method of claim 60, wherein the routing includes routing video event 
content first to at least a first antenna and routing second video event content to at least a second 
antenna. 

63. (new) The method of claim 60, further comprising providing conditional access to 
the combined signal such that only authorized portable devices are able to display the video 
event content. 

64. (new) The method of claim 60, wherein the processing operation to generate the 
combined signal comprises: 

generating a first channel, carrying video event content from the local event; and 
generating a second charmel, carrying event content from at least one remote sporting 

event. 

65. (new) A method in accordance with claim 60, wherein the combined signal is 
configured to allow selection of content by the portable devices. 

66. (new) A method in accordance with claim 60, further comprising selecting additional 
content to include in the combined signal. 

67. (new) A method in accordance with claim 60, wherein the determining comprises 
selecting signals to combine based on signal selection criteria including at least one of (i) 
spectator or regional preferences, (ii) a geographic location of a source of the signals, (iii) 
predetermined criteria, (iv) time of day, (v) type of event and (vi) content variety. 
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